





4.

Remove the pawls, pawl holders and the ratchet
assembly.

Remove the secondary gear.

Replace the pawls, pawl holders and springs.

Ratchet Pawl with
older

gear

5.

Clean the gears and lower part of the winch using
white spirits.

G}

Inspect the bottom seal, cables and the top

seals for oil leakage. If there is any oil leaking
replace the seals according to section 6.3.2
Replacing gearbox seals, otherwise continue with
the general service.

/.

Unscrew the two oil plugs and empty the old oil.

8.

Refill the winch with 40ml of gearbox oil. Fit the oil
plugs with new o-rings.

Be careful not to overtighten the oil plugs in the
plastic thread.
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9.

Refit the ratchet assembly.

Apply pawl oil to the pawls and fit the pawls and
springs.

Apply grease to the secondary gear shaft and fit
the secondary gear to the winch.

10.

Apply grease to the inside of the main gear and fit
it to the winch with a washer and lock ring.

11.

Apply grease to the primary gear, secondary gear
and the bottom bearing/shaft.

12.

Reassemble the winch.

Clean and grease the gear inside of the drum
before mounting the drum.

o

Pawl QOil




6.3.2 Replacing gearbox seals

This should be done if any of the gear box seals are leaking. All required seals are included in the E40i seal
kit, 471-148-01R.

Unscrew the two oil plugs and empty the old oil.

2.

Remove the motor cover screws, motor cover and
the motor cover seal.

3.

Remove the three motor screws.

ST TS

4.

Carefully loosen the motor cable connection
screws and remove the motor.

Cable connector
screws




5.

Lift out the planetary gearbox.

Gearbox

6.

Remove the bottom bearing and seal.

Remove the cable seals.

Bottom bearin
i g

Bottom seal
S~

Cable seals —»

/.

Fit the new bottom seal and bearing.

Fit the new cable seals.

8.

Reinstall the planetary gearbox and the motor.
Carefully tighten the motor cable screws.

Fit the three motor screws.
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9.

Reinstall the motor cover with the new seal and
tighten the motor cover screws.

10.

Refill the winch with 40ml of gearbox oil. Fit the oil
plugs, with new O-rings.

Be careful not to overtighten the oil plugs in the
plastic thread.

11.

Continue with the service according to section
6.3.1 General service, step 9.

6.3.3 Bottom bearing replacement

If the bottom bearing is gray, it should be replaced according to manual 597-899 E40i,
Bottom bearing replacement. If the bearing is gold/brown it does not need to be replaced.

Bearing

27



28

7 Spare parts

Description Art. No.
N~

Pawl and holder 471-057-10R
replacement kit

(4 pc)
Drive-gear pawl 471-143-10R
replacement kit
Bearing kit 470-031-01R
Gearbox Oil, 312-900-01
200ml
E40i Extended 471-057-11R
maintenance Kit
E40i Seal kit 471-148-01R




8 Disposal

The crossed out wheeled bin symbol on the product means that used electrical and electronic equipment
(WEEE) should not be mixed with general household waste. For proper treatment, recovery and recycling,
please take this product(s) to designated collection points where it will be accepted free of charge. Alterna-

tively, in some countries, you may be able to return your products to your local retailer upon purchase of an
equivalent new product.

Disposing of this product correctly will help save valuable resources and prevent any potential negative ef-

fects on human health and the environment, which could otherwise arise from inappropriate waste handling.

Please contact your local authority for further details of your nearest designated collection point.
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9 Warranty

Seldén Mast AB guarantees the E40i winch for 2 years. The guarantee covers faults arising from defective
design, materials or workmanship.

The guarantee is only valid if the product is assembled, operated and maintained in accordance with this
manual and is not subjected to loads in excess of those indicated in the brochure and on the Seldén

website.

Complete shipment and warranty conditions are to be found on Seldéns website www.seldenmast.com.
See Resources/Partners information/General information/General conditions of sale (595-546-E).

If the system is repaired or modified by anyone other than Seldén Mast AB or one of our authorized dealers,
the guarantee ceases to be valid.

Seldén Mast AB reserves the right to alter the content and design without prior warning.






Seldén Mast AB, Sweden

Tel +46 (0)31 69 69 00

Fax +46 (0)31 29 71 37
e-mail info@seldenmast.com

Seldén Mast Limited, UK
Tel +44 (0) 1329 504000
Fax +44 (0) 1329 504049
e-mail info@seldenmast.co.uk

Seldén Mast Inc., USA

Tel +1 843-760-6278

Fax +1 843-760-1220
e-mail info@seldenus.com

Seldén Mast A/S, DK
Tel +45 39 18 44 00
Fax +45 392717 00
e-mail info@seldenmast.dk

Seldén Mid Europe B.V., NL
Tel +31 (0) 111-698 120
Fax +31 (0) 111-698 130
e-mail info@seldenmast.nl

Seldén Mast SAS, FR

Tel +33 (0) 251 362 110
Fax +33 (0) 251 362 185
e-mail info@seldenmast.fr

www.seldenmast.com

Dealer:

KEELBOATSYACHTS

The Seldén Group is the world’s leading manufacturer
of masts and rigging systems in carbon and aluminium
for dinghies, keelboats and yachts. The Group consists
of Seldén Mast AB in Sweden, Seldén Mast A/S in
Denmark, Seldén Mast Ltd in the UK, Seldén Mid Europe
B.V. in the Netherlands, Seldén Mast Inc in the USA
and Seldén Mast in France. Our well known brands are
Seldén and Furlex. The worldwide success of Furlex has
enabled us to build a network of over 750 authorised
dealers covering the world’s marine markets. So wherever
you sail, you can be sure of fast access to our service,

spare parts and know-how.

() SELDEN

www.seldenmast.com

Printed in Sweden
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