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1. 
Place the mast on trestles as straight as possible.

2. 
Secure the mast so it is prevented to rotate from side to side.  
This can be done later on by supporting the diamond spreaders.

3. 
Unpack all the shrouds and place them alongside the mast so that it’s clear 
where to fit them.

4.
Unscrew all rigging screws fully.

5.
Mount the RD2 shrouds in the fitting just above the lower diamond spreader bracket.
(A)

6.
Mount the two pairs of diamond 
spreaders (the upper ones are  
angled upwards and the lower  
ones are angled downwards.
(B)

Preparation and assembly of the mast
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7. 
While the shrouds are laying on the ground, 
mount the upper linked spreader ends to 
the connecting shrouds. The RD2’s rigging 
screw stemball end needs to be unscrewed 
from the rigging screw to make it possible 
to mount in the spreader end insert.

8. 
Mount the clamping spreader ends on the 
RD1/V2 shroud. Make sure that the wire 
shall be fitted in the hole where it shall be 
clamped.

Don’t clamp the wire, the height of the 
clamping shall be adjusted after that the 
ends are in place on the spreaders.

9. 
Mount the D3 upper ends in the fittings on the mast.

10. 
Mount the upper linked spreader ends in the upper spreaders.

11. 
Mount the lower clamping spreader ends in the lower spreaders.

12. 
Mount the lower RD1 rigging screws in the lower attachments on the mast.

13.
Push the lower spreader upwards and pull the RD1 shroud downwards, clamp the 
spreader end. Measure with a measuring tape along the shrouds to clamp the opposite 
end on the same height with a tolerance of ±5mm.

D3
Upper spreader

RD2 RD1/V2

Lower spreader



1. 
Before any tensioning, make sure that the lower spreader ends are clamped at exactly 
the same height along the RD1/V2 shrouds. ±5mm.

2.
While the mast still is lying on the supports on the ground, tension the RD1 rigging  
screw until that you have a pre bend of 1,2 times your final desired pre bend.

The pre bend can be measured by tensioning the main halyard along the mast down to 
the boom fitting. 

After that you have given the mast a pre bend of 0,9% of the P-measure (0,75% x1,2), 
the outer diamond shrouds should have a pre tension of 5 to 10% of its breaking  
strength.

3. 
Tension the RD2 shrouds to 10% of its breaking strength.  
See the “Folding rule method.”

4. 
Lock the rigging screws with split pins and protect with tape.

5. 
Step the mast on the boat.

Tuning

Make sure that the mast stays absolute straight in its lateral directions.

The pre bend affects the shape of the main sail. The sailmaker may have 
design assumptions for the mainsail for the particular boat.
The pre bend may have to be adjusted after test sailing.

Seldén recommends a pre bend of 0,75% of the P-measure.



6. 
Tune the cap shrouds to 10% of their breaking strengths.  
Make sure that the rigging screws get tensioned symmetrically.
The lower shrouds shall be slack.

7.
Now tension the lower shrouds until that you have straightened the mast to your desired 
pre bend. Make sure that the mast remains straight in its lateral directions.

The tension should be between 5 and 10% of the wires breaking strength.

8.
Lock the Cap and lower shrouds rigging screw with split pins and protect with tape.
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The Seldén Group is the world’s leading manufacturer 

of mast and rigging systems in carbon and aluminium 

for dinghies, keelboats and yachts. 

Our well known brands are Seldén and Furlex.  

The worldwide success of Furlex has enabled us to 

build a network of over 750 authorised dealers covering 

the world’s marine markets. So wherever you sail, you 

can be sure of fast access to our service, spare parts 

and know-how.

SELDÉN and FURLEX are registered trademarks of Seldén Mast AB.
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e-mail info@seldenmast.com 

Seldén Mast Limited, UK 
Tel +44 (0)1329 50 40 00 
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Seldén Mast Inc., USA 
Tel +1 843-760-6278  
e-mail info@seldenus.com

Seldén Mast A/S, Denmark 
Tel +45 39 18 44 00  
e-mail info@seldenmast.dk 

Seldén Mid Europe B.V., 
Netherlands
Tel +31 (0)111-698 120 
e-mail info@seldenmast.nl

Seldén Mast SAS, France
Tel +33 (0)251 362 110 
e-mail info@seldenmast.fr
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