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2011-04-05Kit Bout Dehors

Notice de montage de Bout Dehors

Outillage nécessaire :
Scie   Tournevis Torx
Perceuse  Marteau
Foret Ø 6,5 mm  Pince à rivets pop

Pose 
1.          Déterminez la longueur correcte, voir tableau 2 (DBS + USL).
             Contactez votre revendeur en cas de doute.
2.	 Marquez	la	longueur	de	profil,	voir	valeurs	de	réduction	en	tableau	1.	 
  (Utilisez une feuille de papier comme guide de marquage de découpe 

comme	illustré	en	fig.	1).	Coupez	le	profil.
3. Marquez l’emplacement des rivets conformément au tableau 1.
4. Percez les trous des rivets avec un foret Ø 6,5 mm.
5. Fixez l’embout intérieur avec des rivets pop dont vous chasserez la tête. 

SPL – FL = SLExtru-
sion

48/48 SPL – (110 + 110) = extrusion length

Fig. 3

Spinnaker pole kit A
Assembly instructions for kit spinnaker poles

Fig. 2

Fig. 1

Tools Required:

Hack Saw
Drill + Ø4 mm drill bit
Screwdriver
Hammer
Small adjustable spanner.

1. Mark the extrusion (use a paper as a
guide as Fig. 2). Cut the extrusion to
length. 

2. Slide in the plastic pole savers and
insert the end fittings. On 72 mm &
84 mm dia poles, the plunger is held
in place by the section. Drill two
Ø4 mm holes at each end of the extru-
sion in the tiny longitudinal grooves
which run the length of the extrusion,
as in Fig. 3. If using 60 mm dia tube,

use 3 screws evenly spaced round at
each end.

3. Push the pole savers against the end
fittings and lock them in position by
deforming the tracks with a screw-
driver (Fig. 3).

4. Measure the midpoint of the
extrusion, drill two Ø4 mm holes in
the grooves and fit the lift eye (and
downhaul eye if any). 
A downhaul eye is not required if a
downhaul bridle is to be used. (If two
eyes are required space them 10 mm
on each side of the midpoint.)

5. Attach the release line, with slack
approximately as shown in Fig. 1.

If a bridle is required:

The bridle is not included in this
kit. Bridle kit part number: 
602-002-02.

Fit the bridle as in Fig. 1. 
The total length of the bridle should
be equal to the total length of the
spinnaker pole. Do not cut the excess
wire until the clamps are fitted and
tightened. The clamps should be
covered by the enclosed heat shrink.
The heat shrink should be pushed
over the clamp and heated carefully
over a candle or burner.

FL = length of end fittings
SL = length of extrusion
SPL = overall length of spinnaker pole
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60/60 SPL – (130 + 130) = extrusion length

72/72 SPL – (140 + 140) = extrusion length

84/84 SPL – (165 + 165) = extrusion length
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Fig. 1

Tableau 1

POA

XL
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Fig. 2 Fig. 3

Composition du kit
Profil	avec	embout	extérieur	posé
Embout intérieur 
Fixations 
Padeyes (vis M6 non fournies)

72/72 et 99/99 75/75 et 87/87

Profilé A D Longueur de profil
72/72 29 40 XL = POA - 78
75/75 30 40 XL = POA - 78
87/87 34 20 XL = POA - 122
99/99 39 20 XL = POA - 158

1(2)

FLD

Extrémité intérieure Extrémité intérieure




